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(c) The owner or operator may use 
the following as alternatives to the ref-
erence methods and procedures speci-
fied in this section: 

(1) Instead of using the equation in 
paragraph (b)(1) of this section, manu-
facturers may develop ambient condi-
tion correction factors to adjust the ni-
trogen oxides emission level measured 
by the performance test as provided in 
§ 60.8 to ISO standard day conditions. 

[69 FR 41363, July 8, 2004, as amended at 71 
FR 9458, Feb. 24, 2006] 

Subpart HH—Standards of Per-
formance for Lime Manufac-
turing Plants 

SOURCE: 49 FR 18080, Apr. 26, 1984, unless 
otherwise noted. 

§ 60.340 Applicability and designation 
of affected facility. 

(a) The provisions of this subpart are 
applicable to each rotary lime kiln 
used in the manufacture of lime. 

(b) The provisions of this subpart are 
not applicable to facilities used in the 
manufacture of lime at kraft pulp 
mills.

(c) Any facility under paragraph (a) 
of this section that commences con-
struction or modification after May 3, 
1977, is subject to the requirements of 
this subpart. 

§ 60.341 Definitions. 
As used in this subpart, all terms not 

defined herein shall have the same 
meaning given them in the Act and in 
the General Provisions. 

(a) Lime manufacturing plant means
any plant which uses a rotary lime kiln 
to produce lime product from lime-
stone by calcination. 

(b) Lime product means the product of 
the calcination process including, but 
not limited to, calcitic lime, dolomitic 
lime, and dead-burned dolomite. 

(c) Positive-pressure fabric filter means
a fabric filter with the fans on the up-
stream side of the filter bags. 

(d) Rotary lime kiln means a unit with 
an inclined rotating drum that is used 
to produce a lime product from lime-
stone by calcination. 

(e) Stone feed means limestone feed-
stock and millscale or other iron oxide 

additives that become part of the prod-
uct.

§ 60.342 Standard for particulate mat-
ter.

(a) On and after the date on which 
the performance test required to be 
conducted by § 60.8 is completed, no 
owner or operator subject to the provi-
sions of this subpart shall cause to be 
discharged into the atmosphere from 
any rotary lime kiln any gases which: 

(1) Contain particulate matter in ex-
cess of 0.30 kilogram per megagram 
(0.60 lb/ton) of stone feed. 

(2) Exhibit greater than 15 percent 
opacity when exiting from a dry emis-
sion control device. 

§ 60.343 Monitoring of emissions and 
operations.

(a) The owner or operator of a facil-
ity that is subject to the provisions of 
this subpart shall install, calibrate, 
maintain, and operate a continuous 
monitoring system, except as provided 
in paragraphs (b) and (c) of this sec-
tion, to monitor and record the opacity 
of a representative portion of the gases 
discharged into the atmosphere from 
any rotary lime kiln. The span of this 
system shall be set at 40 percent opac-
ity.

(b) The owner or operator of any ro-
tary lime kiln having a control device 
with a multiple stack exhaust or a roof 
monitor may, in lieu of the continuous 
opacity monitoring requirement of 
§ 60.343(a), monitor visible emissions at 
least once per day of operation by 
using a certified visible emissions ob-
server who, for each site where visible 
emissions are observed, will perform 
three Method 9 tests and record the re-
sults. Visible emission observations 
shall occur during normal operation of 
the rotary lime kiln at least once per 
day. For at least three 6-minute peri-
ods, the opacity shall be recorded for 
any point(s) where visible emissions 
are observed, and the corresponding 
feed rate of the kiln shall also be re-
corded. Records shall be maintained of 
any 6-minute average that is in excess 
of the emissions specified in § 60.342(a) 
of this subpart. 

(c) The owner or operator of any ro-
tary lime kiln using a wet scrubbing 
emission control device subject to the 
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